
Sound Inventory 
 
Console:  Yamaha CL5 
 
RIO   1 - RIO 32 Channel rack mounted in booth 
   2 – RIO 16 Channel   
 
 
Source Equipment: Marantz CD Player 
   Mac Mini with Qlab 
 
Mic Input Panels: DS Left Mic in puts 1 thru 12 /Monitors 1 and 2 
   US Left Mic in puts 25 thru 36 /Monitors 5 and 6 
   DS Right Mic in puts 13 thru 24 /Monitors 3 and 4 
 
CAT6    DS Left and DS Right Primary and Backup at both location  
 
Microphones:  Inventory Upon Request 
 
Wireless Microphones: Inventory Upon Request 
 
Direct Inputs:  Inventory Upon Request 
 
 
Floor Wedges:  6 – JBL / SRX 700 M Monitor Wedges 
 
Stands:   Inventory Upon Request 
 
Intercom:   8 – 1 Channel Clearcom RS – 601 with Headsets 
   No Wireless Com 
 
Misc:   Assorted Mic and Monitor Cables 
    
 
Notes: The Sound Console is located in the control room in the Balcony.   
  
 House iPad for sound check and mixing upon request.  
 
  All Mic Input Panels have Production Communication and Audio / Video 
  Tie Lines. 
 

 


